MODULAR MANIFOLD EXPANSION PAIR

M-8000

EPDM o-ring seals at all connections

Recommend Maximum number of circuits:
- 1" = 12 total circuits
- 1 1/4" = 14 total circuits

Max Working Pressure, Non-Shock (PSI): 125 PSI
Max Working Temp: 230 °F
Max Flow:
- 1" 2 gpm per circuit up to 16 gpm
- 1 1/4" 2 gpm per circuit up to 20 gpm

MATERIAL SPECIFICATION

<table>
<thead>
<tr>
<th>PART</th>
<th>MATERIAL</th>
<th>QTY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.</td>
<td>Flow Meter</td>
<td>1</td>
</tr>
<tr>
<td>2.</td>
<td>Balancing Valve &amp; Memory Stop</td>
<td>1</td>
</tr>
<tr>
<td>3.</td>
<td>Cap</td>
<td>1</td>
</tr>
<tr>
<td>4.</td>
<td>Circuit Valve</td>
<td>1</td>
</tr>
<tr>
<td>5.</td>
<td>Piping Connection</td>
<td>1</td>
</tr>
</tbody>
</table>

DIMENSIONS

<table>
<thead>
<tr>
<th></th>
<th>1&quot; and 1-1/4&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>2.52</td>
</tr>
<tr>
<td>B</td>
<td>4.33</td>
</tr>
<tr>
<td>C</td>
<td>2.54</td>
</tr>
<tr>
<td>D</td>
<td>2.52</td>
</tr>
<tr>
<td>E</td>
<td>3.89</td>
</tr>
<tr>
<td>F</td>
<td>1.87</td>
</tr>
</tbody>
</table>

Pictured
M-8000 Expansion Pair